TOWN OF WILLINGTON

STANDARD SPECIFICATIONS AND DETAILS

06/01/2011
Notes:

1. Contractor shall protect excavations by shoring, bracing, sheet piling, underpinning or other methods to prevent cave-in or loose soil from falling into the excavation and damaging the work or adjacent structures and utilities.
NOTES:

1. Contractor shall protect excavations by shoring, bracing, sheet piling, underpinning or other methods to prevent cave-in or loose soil from falling into the excavation and damaging the work or adjacent structures and utilities.
NOTES:
1. CONTRACTOR SHALL PROTECT EXCAVATIONS BY SHORING, BRACING, SHEET PILING, UNDERPINNING OR OTHER METHODS TO PREVENT CAVE-IN OR LOOSE SOIL FROM FALLING INTO THE EXCAVATION AND DAMAGING THE WORK OR ADJACENT STRUCTURES AND UTILITIES.
NOTES:

1. CONTRACTOR SHALL PROTECT EXCAVATIONS BY SHOVELING, BRACING, SHEET PILING, UNDERPINNING OR OTHER METHODS TO PREVENT CAVE-IN OR LOOSE SOIL FROM FALLING INTO THE EXCAVATION AND DAMAGING THE WORK OR ADJACENT STRUCTURES AND UTILITIES.

2. GRADED STONE FILTERS WITHOUT GEOTEXTILE FABRIC MAY BE USED WITH APPROVAL OF THE DIRECTOR OF PUBLIC WORKS.
STANDARD DETAIL DRAWING
DEPRESSED GUTTER STRIP
SCALE: NONE

TOWN OF
WILLINGTON,
CONNECTICUT

DATE: FEBRUARY, 2011

FIGURE 21
1. Provide transverse broom finish except where imprinted surface is required.
2. Outside edges of slab and all joints to be edged with a 1/4" radius edging tool.
NOTES:

1. ORIENTATION OF RAMP SHALL BE AS SHOWN ON PLAN.
TYPE II

NOTES:
1. ORIENTATION OF RAMP SHALL BE AS SHOWN ON PLAN.

TYPE III

NOTES:
1. ORIENTATION OF RAMP SHALL BE AS SHOWN ON PLAN.
NOTE:

The font used in this detail is NOT "Clearview Hwy" font.
NOTE: UNDER NO CIRCUMSTANCES SHALL MONUMENTS BE BURIED BENEATH THE GROUND SURFACE OR COVERED WITH LANDSCAPE OR OTHER MATERIALS SUCH THAT THEY ARE NOT VISIBLE.